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6 GLASS

Glass packaging is used across a range of beverage and food applications and is recovered
through the kerbside collection system and CDL depots.  The CDL system for the redemption of
beverage containers helps to deliver a strong glass recycling rate.

Consumption

The amount of glass packaging consumed in 2003 is estimated at 65 450 tonnes.

Recycling

The total quantity of glass packaging collected for recycling in 2003 is estimated to be 45 600 tonnes.

Recycling Rate

Recycling of glass packaging is therefore operating at a rate of 69%.  This is higher than the
estimated national recycling rate of 37%.

Destination of Recovered Glass

Glass packaging is returned through a combination of depots and collection centres as well as or
through kerbside collections and sorting facilities.  All glass is taken to a benefication centre
where Visy Recycling produces a furnace ready cullet that is utilised by Amcor at its Gawler
based glass making plant.

Increased recycling levels could be achieved with a greater promotional focus on non deposit
material such as food and pharmaceutical packaging. In addition to the recycling of packaged
glass, there are also very small quantities of window glass recycled as abrasives or into road
marking paint.
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Recycling Activity

The total quantity of bricks, rubble, and soil recovered for recycling in 2003/04 was
327 000 tonnes.  This does not include bricks that are recovered and cleaned for reuse.

Destination

Collected material is recovered at C&D recycling facilities.  The material is crushed and screened
to make a range of soil and aggregate products.

7.3 Asphalt

The recovery and recycling of asphalt has only occurred in significant volumes in recent years.

Recycling Activity

The total quantity of asphalt recovered for recycling in 2003/04 was estimated at 100 000 tonnes.

Destination

Collected material is recovered at C&D recycling facilities. Resource Co is by far the largest
recycler of asphalt. Material is stockpiled and then crushed and screened to meet market
specifications.

Recovered asphalt in used in cold batch road base applications.

7.4 Timber

Waste timber is generated in a number of forms.  Structural timber is recovered from both
residential and commercial demolition projects.  Pallets, fencing and furniture are also sources of
timber waste.  There is also timber offcuts and sawdust generated from manufacturing processes
and building construction sites.

Recycling Activity

The total quantity of timber recovered for recycling in 2003/04 was 116 000 tonnes. Companies
handling timber include ResourceCo, Royal Park Salvage, Jeffries Group, Peats Soils and Garden
Supplies and Perpetual Products.

Destination

Some material is chipped and sawdust is mixed with other material in composting facilities.  A
large quantity of timber is supplied to Adelaide Brighton Cement for use as a fuel in cement
production.  This application for timber is likely to expand.




